Olive Pulloff Tool instructions

Thank you for purchasing the olivepulloff tool.

If you have purchased the 15mm olive removing tool alone, this is a pick up and use tool, placing the nut & olive to be removed in the 17mm slot in the top end of the tool, ensuring the end of the plunger is aligned with the end of the copper pipe.

Although not essential, we recommend that you use Penetrating oil on olives prior to removal, this will make for ease of operation.

If you have purchased the adaptor kits, use as follows,

10mm.

Insert the 10mm adaptor nipple inside the end of the 15mm plunger ( o`ring end in first) and use the tool as you would for the 15mm olive extraction.

The 10mm adaptor plate supplied should be placed behind the nut & olive prior to removal.
22mm

1st, place the 22mm adaptor bracket over the end of the handtool,

2nd,  insert the 22mm plunger into the end of the 15mm plunger ( o`ring end first ) and use the same as for 15mm extraction. ( please note that to remove the 22mm adaptor bracket, simply place a flat blade screwdriver in the slot beneath and twist to release.

To view the Olivepulloff in action using all of the above, please go online and look on www.Youtube.com and search for,

“Improvements to the olivepulloff tool
As we are constantly looking for ways to improve our tools, please let us know what you think of your olive pulloff tool.

Reply to,  g.a.downey@radclamp.com

Thank you.

Please note, Do not extend the handles on this tool in any way as damage may result.
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